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1. The small pipes program

Vitrified Clay Pipes and fittings with joint
system (L) according to jointing system (F)

Internally and externally glazed vitrified clay
pipes and fittings in nominal sizes DN 100
and 150 with joint (L) jointing system (F).

Since the spigot end has no sealing
element, pipes can be shortened economically
to any length required, which is particularly
important in the case of house drainage,
house connections and connecting lines to
street gullies since the need for frequent cuts
is a feature of these lines.

Pipes with joint "L" according to jointing
system "F"
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Nominal

Jointing | Strength
Size System Class

DN FN
(KN/M)

100 L F 34 34

Crushing
Strength

Ave.
Weight

Pipe Diameter Socket Diameter

/v

100 +/-3 | 131 +/-3 200 1%l

150 L F 40 40

151+/-5| 186 +/-4 - 260 24

Note: Standard length of pipe L1 [-1% + 3%)
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Pipes with joint "K" jointing system "C" "C" ol dlngll oA "K" dlungyuuUi
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Jointing | Strength | Crushing Ave.
System Strength Weight
FN Pipe Diameter Socket Diameter
(<0/M K/
200 K C 160 45 175/200 | 202 +/-5 | 242 +/-5 365
250 K C 180 50 200 252+/-6 | 296+/-6| 3175 390 49
300 K C 160 565 200 302 +/-7 | 351+/-7| 3715 460 62
400 K C 120 64 200 402 +/-8 | 460 +/-8 | 4835 580 100
500 K C 120 65 200 496 +/-9 | 581 +/-8| B05 730 143
600 K C 95 65 200 603 +/-12|687 +/-12| 720 860 183
700 K C 60 200 |704 +/-15|790 +/-15| 826.5 g70 240
800 K C L 60 200 805+/-17/895+/-17| 932 1090 295

Note: Standard length of pipe L1 (-1% + 3%)
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Pipes with joint "K" to jointing system "C"

High load series Extra strenght class (ES) -
GSO EN295 -1:2008
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Jointing | Strength | Crushing Ave.

System Class Strength

FN Pipe Diameter

Weight

‘ Socket Diameter

(KN/M]

o

200 K C 240 60 200 | 202+/-5|262+/-5

250 K C 240 60 200 |252+/-6|318+/-6| 3415 | 440 72
300 K C 240 72 200 |302+/-7|374+/-7| 402 510 94
350 K C 200 70 200 |352+/-7|430+/-7| 459 | 570 123
400 K C 200 96 200 |402+/-8|490+/-8| 5155 | 650 150
450 K C 160 80 200 |452+/-8|548+/-8| 579 | 720 178
500 K C 160 80 200 |503+/-9|B07+/-9| 637 | 790 228
600 K C 160 96 200 [B03+/-12(721+/-12| 758 | 930 305
700 K C 120 90 200 |704+/-15(831+/-15| 871 | 1060 360
800 K C 120 96 200 [805+/-17(941+/-17| 976 | 1190 443
900 K C 95 95 200 |906 +/-20(1050+/-20 1096 | 1340 495
1000 K C 95 100 200 [1007+/-23[1159+/-23| 1203 | 1450 650
1200 K C 95 110 200 [1210+/-2511370+/-25| 1425.5| 1620 810

Note: Standard length of pipe L1 (-1% + 3%)]



